
SERVICE BULLETIN 11~11~11111~111111~11111~1~11111 11111~1111:::::;;:::::::~;,:;~.~:::::::::::::::::: 
SUBJECT: 

MODELS AFFECTED: 

TIME OF COMPLIANCE: 

INTROOUCTION: 

INSTRUCTIONS: 

INSTALLATION OF CYLINDER HEAD TEMPERATURE INDICATOR 

Forney Mod e ls F-1 and F-lA (All aircraft us i ng Continental 
C-90 engines equipped with the Mar vel-Scheb l e r Mode l 
MA-3-SPA carburetor). 

Alan Model A-2, S/N A-2 t hru A-245 
Mooney/Alon Model A2-A, S/N B-246 thru B-299 
Mooney Model M-10, S/N 690002 thru 690011 

S/N 700001 thru 700050 

MANDATORY Compliance within the next 10 hours. 

Reports have been received indicat ing overheating of 
cy 1 inder head s. 

To provide continuous i ndication of engi ne operating 
temperatures accomplish the following: 

1. Install AN-5540-1 t hermocoup l e on number 2 
cylinder lower spark plug . NOTE: Thermocoup l e 
r eplaces spark plug gasket. 

2. Install cylinder head temperature gauge in full view of 
the pilot. NOTE: Use only f ull length lead wire s upplied. 
i n A-20(Ml0- 2) -l Kit to connect ga uge and ther mocouple . 

3. Install A-20(Ml0-2)-3 decal next to CHT temperature 
gauge in full view of pil ot. 

4 . Fill out and mail Service Bulle tin Compl iance Card 
s upplied in Bulletin Ki t . 

Neither this document (nor any amendment he reto) nor anything contained here in sh all be construed an assumpt ion by t h is corpo rat ion o f any of the 
obligations or liabilit ies of its predecessors, Mooney Aircrnft, Inc. or Mooney Corporation. both Texas cor pora tions, or as otherwise imposing o n 
Mooney Aircraft Corporation (a Pennsylvania corporat ion} any of the obligations or liabili ties or its predecessors. 

SERVI CE BULLETIN KIT : 

A- 20(Ml0-2)-l CHT Indicator (600°F) Red Line at 525°F----------------(l) 

AN-5540-1 Thermocouple (Spark Plug Gasket)-------------(1) 

Lead Wire of Iron Constantan (Suppl i ed with 
Ter minal s and Cut t o Length Approxi mately 
10Ft. for Proper Resistance t o match CRT Indicator 
and AN- 5540-1 Thermocouple) -~-----------------------(1 ) 

A- 20(Ml0- 2) - 3 Decal (Make from Dymo-Label or 
equivalent)to Read : ·~o Not Exceed 525 °F 
CHT."-------------------------------------------- - --(1) 

Service Bulletin Compliance Card-----------------------(1) 

The above bulletin kit may be procured from your local Mooney di stributor, 
service center or factory . 


